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Sec. 5. It is hereby made the duty of the owner, agent, and master or other officer 
in charge of any such vessel, steamboat, or other water craft to comply with all the 
provisions of this ordinance. 

Sec. 6. Each day's violation of any provisions of this ordinance shall constitute a 
separate and distinct offense. 

Sec. 7. The officers and employees of the dock board of the city of New Orleans are 
requested, and the police force of the city of New Orleans are enjoined and required, to 
assist in the enforcement of th s whole ordinance and to report any violation thereof 
to the board of health for the parish of Orleans and the city of New Orleans. 

Sec 8. Any person who shall violate any provision of this ordinance shall, on con- 
viction, be punished by a fine of not less than $10 or more than $25, or, in default of 
payment, by imprisonment in the parish jail for not less than 10 nor more than 30 days, 
or both, at the discretion of the court having jurisdiction of same. 

Plague — Prevention of the Introduction and Spread of— Rat Proofing of Buildings. 
(Reg. Bd. of H., July 27, 1914.) 

Section 1. From and after the promulgation of this ordinance every building, 
outhouse, and other superstructure now erected, or hereafter to be erected, in the city 
of New Orleans shall be rat proofed in the manner hereinafter provided for. 

Sec. 2. It shall be unlawful for any person, firm, or corporation to have or maintain, 
or hereafter to construct, any building, outhouse, or other superstructure on any lot, 
open area, or other premise within the city of New Orleans unless the same shall be 
rat proofed in the manner hereinafter provided for. 

Sec. 3. For the purpose of rat-proofing all buildings, outhouses, and other super- 
structures in the city of New Orleans, except stables, shall be divided into two classes, 
to wit: Class A and Class B ; and the same shall be rat-proofed in the manner following, 
to wit: 

Class A. — All buildings, outhouses, and other superstructures of Class A shall have 
floors made of concrete, which concrete shall not be less than 3 inches thick and over- 
laid with a top dressing of cement mosaic tiling or other impermeable material, laid in 
cement mortar, and such floor shall rest, without any intervening space between, 
upon the ground or upon filling to be approved by the health officer of the city of New 
Orleans; said floor shall extend, and be hermetically sealed, to walls surrounding said 
floor, which walls shall be made of concrete, stone, or brick laid in cement and mortar, 
and each wall to be not less than 6 inches thick, and shall extend into and below the 
surface of the surrounding ground at least 2 feet, and shall extend not less than 1 foot 
above the surface of said floor: Provided, That in certain cases, and after written per- 
mission shall have been obtained therefor from and in a manner to be approved by 
by the health officer of the city of New Orleans, wooden floors and wooden removable 
gratings may be laid upon such concrete floors; and in certain cases, after such written 
permission shall have been first obtained from the health officer of the city of New 
Orleans, tar-cinder composition flooring, as hereinafter defined and provided for, may 
be substituted for such concrete floors. That tar-cinder flooring hereinabove provided 
for is hereby defined to be a composition of cinders and coal tar only, and when laid to 
be covered by a wooden floor. 

The cinders used in the composition shall be free of soft ash and clinkers and shall 
be brought to the work dry. 

The coal tar used in the composition shall be the product of the dry distillation of 
coal and shall contain not more than 2 per cent of water and shall be free from any 
mixture with other substance or thing. 

The composition of, and manner of laying, tar-cinder composition flooring shall be 
as follows: 
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"To each cubic yard of such cinders shall be added 20 gallons of such coal tar, the 
whole to be thoroughly mixed on the work where same is to be laid, and no other 
substance or thing to be added thereto. This composition shall be laid between the 
walls hereinabove provided for in rat-proofing buildings of Class A, and cover the 
whole space to be floored, and the whole to be thoroughly tamped or rolled, as pro- 
vided for hereinafter. The sleepers to be used in the laying of such flooring shall be 
creosoted by having the creosote pressed into each sleeper, under a pressure of not 
less than 15 pounds to the square foot, and such sleepers shall be laid in such composi- 
tion before the whole of said composition is rolled or tamped: And provided further, 
That after such sleepers are laid in such composition, and after the whole shall be so 
rolled and tamped, the whole shall be not less than 4 inches thick in its thinnest part. 
Upon this composition and sleepers, shall be laid a wooden flooring of the quality 
now provided, or hereafter to be provided for in the building laws of the city of New 
Orleans, provided, however, that for the purpose of laying a tar-cinder composition 
floor, said wooden flooring shall be tongued and grooved, well fitted, and the planks 
firmly set into each other, and the whole, in such manner, as to prevent the ingress 
or egress of rats. 

Class B. — All buildings, outhouses, and other superstructure of Class B shall be set 
upon pillars or underpinning of concrete, stone or brick, laid in cement mortar, such 
pillars or underpinning to be not less than 18 inches high, the height to be measured 
from the ground level to the top of said pillars or underpinning; and the intervening 
space between said building and the ground level to be open on three sides, and to be 
free from all rubbish and other rat-harboring material. 

Sec. 4. Every slaughterhouse, abattoir, market (public and private), bakery, 
sausage factory, rendering plant, candy factory, ice-cream manufactory, hotel kitchen, 
restaurant kitchen, grain elevator, warehouse where grain or cereals are stored, milk 
depot where milk is received or stored for distribution or sale, or where milk is con- 
verted into cream cheese or other products, dairy, building wherein poultry, game, 
animals or birds are stored or kept for sale, or sold, produce and commission houses, 
hide stores and other buildings wherein foodstuffs are manufactured and prepared, 
shall be rat proofed in the manner provided for hereinabove as Class A. All other 
buildings, residences, outhouses and superstructures, except stables, not hereinabove 
specified as Class A, shall be rat proofed in the manner provided hereinabove as Class 
B; provided that in plague-infected areas, or where, from any cause, a building or 
outhouse or other superstructure is, or may become, in his opinion, a menace or dan- 
gerous to public health, the health officer of the city of New Orleans may require 
any such building, outhouse or other superstructure, hereinabove required to be 
rat proofed as a building of Class B, to be rat-proofed as a building of Class A, provided 
that the owner of any building, residence, or superstructure in Class B may rat proof 
same as provided in Class A if he so elects. 

Stables. — All buildings now or hereafter to be constructed and used for stabling 
horses, mules, cows, and other animals shall be constructed as follows: 

Walls. — The walls of such building shall be constructed of concrete, brick, or stone, 
laid in cement mortar, and shall be not less than 6 inches thick, and shall extend into 
and below the surface of the surrounding ground not less than 2 feet, and shall extend 
above the ground a sufficient height as to be not less than 1 foot above the floor level. 
All openings in such foundation walls shall be covered with metal grating having 
openings not greater than one-half inch between the gratings. 

Floors. — The floors of stables and stalls shall be of concrete not less than 3 inches 
thick, upon which shall be laid a dressing not less than one-half inch thick of cement 
or stone, laid in cement mortar in such way as to prevent ingress or egress of rats, and 
such floors to have a slope of one-eighth inch per foot to the gutter drains hereinafter 
provided for. 
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Stalls.— The floors of stalls may be of planking, fitting either tightly to the concrete 
floor or elevated not more than one-half inch from the stall floor, and so constructed as 
to be easily removable. Such removable planking shall be raised at least once a week 
and the said planking and the concrete floor beneath thoroughly cleansed. 

Gutters. — Semicircular or V-shaped gutter drains shall be constructed in such 
stables in such manner that a gutter shall be placed so as to receive all liquid matter 
from each stall, and each of these gutters to connect with the public sewer or with a 
main gutter of the same construction, which in turn shall be connected with the public 
sewer. All openings from drains into sewers shall be protected by a metal grating 
having openings not more than one-half inch between the gratings. 

Manure pit. — Each stable shall be provided with a manure pit to be sunk into the 
ground within or near to said stable, which pit shall be lined with cement so as to 
make same liquid tight, and having a capacity of at least 2£ cubic feet for each stall 
in said stable. Said manure pit shall be provided with a tight fitted cover, divided 
into two parts and so constructed as to render the contents of said pit inaccessible to 
flies. 

Manure. — Any manure in and about all stables shall be placed in said manure pit 
at least once a day. Manure shall be removed from said pit at least twice a week 
between March 15 and December 1 and at least once a week between December 1 and 
March 15. All manure so removed shall be placed in wagons so protected as to render 
said manure inaccessible to flies. 

Mangers.— Each manger shall be constructed so as to have a slope of 2 inches toward 
the bottom, shall be covered with tin or zinc, and shall be at least 18 inches deep to 
avoid spilling of food. 

Feed bins. — All feed bins shall be constructed of cement, stone, metal, or wood, and 
with close-fitting doors. If constructed of wood the bins shall be lined or covered 
with metal, and the whole so constructed as to prevent the ingress or egress of rats. 
All grain, malt, and other animal food, except hay, stored or kept in any stable must 
be kept in such feed bins. Said feed bins must be kept closed at all times except 
when momentarily opened to take food therefrom, or when same are being filled. 
No feed shall be scattered about such bin or stable and all such feed found on the 
floor or in the stalls of said stables shall be removed daily and placed in the manure 
pits. No foodstuffs intended for or susceptible of human consumption shall be kept 
or stored in any stable or any other place where animals are kept. 

Sec. 5. The construction and materials used in rat-proofing shall conform to the 
building ordinances of the city of New Orleans, except and only in so far as the same 
may be modified herein. 

Sec. 6. All wall space, accidental and unnecessary spaces and holes, ventilators, 
and other openings other than doors and windows in every building, outhouse, and 
other superstructure in the city of New Orleans shall be closed with cement or screened 
with wire having not less than one-half inch mesh, as the case may require, in such 
manner as to prevent the ingress or egress of rats: Provided, That in all buildings, 
outhouses, and other superstructures of class A, and in all stables, where there are any 
spaces in walls between the wall proper and the covering on same, or in ceilings, 
between the ceiling and floor, or other ceiling covering above, said spaces shall be 
eliminated by the removal of said covering, or so closed as to prevent the ingress or 
egress of rats, and the whole, as determined and in such manner as shall be approved 
by the health officer of the city of New Orleans. 

Sec. 7.! All premises, improved and unimproved, in the city of New Orleans, and 
all open lots and areas, shall be kept clan and free from all rubbish and similar loose 
material that might serve as a harborage for rats, and all lumber, boxes, barrels, loose 
iron, and similar material that may be permitted to remain on such premises, and 
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that may be used as a harborage by rats, shall be placed on supports and elevated not 
less than 2 feet from the ground, with a clear intervening space beneath to prevent 
the harboring of rats. 

Sec. 8. All planking and plank walks on and in yards, alleys, alleyways, or other 
open areas, shall be removed and replaced with concrete, brick, or stone, laid in 
cement, gravel, or cinders, or the ground left bare. 

Sec. 9. All rat-proofing done under the provisions of this ordinance shall be approved 
by the health officer of the city of New Orleans. 

Sec. 10. It shall be the duty of every owner, agent, and occupant of each premises 
in the city of New Orleans to comply with all the provisions of this ordinance. 

Sec. 11. Each day's violation of any provision of this ordinance shall constitute a 
separate and distinct offense. 

Sec 12. Any person violating any provision of this ordinance shall on conviction 
be punished by a fine of not less than $10 nor more than $25, or in default of the pay- 
ment of such fine, by imprisonment in the parish jail for not less than 10 days nor 
more than 30 days, or both, at the discretion of the recorder having jurisdiction of 
the same. 

Plague — Prevention of the Introduction and Spread of — Garbage, Protection and 
Collection of. (Reg. Bd. of H., July 27, 1914.) 

Section 1. From and after the promulgation of this ordinance, that the owner, 
agent, and occupant of every premises, improved or unimproved, in the city of New 
Orleans, whereon or wherein garbage shall be created, shall provide a metal, water- 
tight container or containers, each with a tight-fitting cover, such container or con- 
tainers to be of such size as to be easily manhandled, and of such number as to receive 
the garbage accumulations of 48 hours from each such premises, and shall place or 
cause to be placed in such container or containers, for the purpose of having their 
contents removed, on the sidewalks or open alleys in front or rear of said premises, 
at the times hereinafter set out. 

Sec 2. For the purposes of this ordinance the city of New Orleans is hereby divided 
into two garbage districts. The first garbage district shall be comprised within the 
following limits: 

Beginning at the river front and Eagle Street, along both sides of Eagle Street 
to Sycamore Place; along Sycamore Place, both sides, to Joliet Street; along Joliet 
Street, both sides, to Fig Street; along Fig Street, both sides, to Dublin Street; along 
Dublin Street, both sides, to Calliope Street; along Calliope Street, both sides, to 
Short Street; along Short Street, both sides, to Fig Street; along Fig Street, both sides, 
to South Carrollton Avenue; along South Carrollton Avenue, both sides, to Nelson 
Street; along Nelson Street, both sides, to Lowerline Street; along Lowerline Street, 
both sides, to Maple Street; along Maple Street, both sides, to Broadway Street; 
along Broadway Street, both sides, to St. Charles Avenue; along St. Charles Avenue, 
both sides, to Audubon Place; along Audubon Place, both sides, through to Audubon 
Boulevard; along Audubon Boulevard, both sides, to its rear extremity; and begin- 
ning again at the entrance of Audubon Place and St. Charles Avenue; along St. Charles 
Avenue, both sides, to the down-town boundary of Jesuits' Place and Sophie New- 
comb Place; and along the line of Jesuits' Place and Sophie Newcomb Place to Clara 
Street; along Clara Street, both sides, to Peters Avenue; along Peters Avenue, both 
sides, to Freret Street; along Freret Street, both sides, to Napoleon Avenue; along 
Napoleon Avenue, both sides, to South Claiborne Street; along South Claiborne 
Street, both sides, to Louisiana Avenue; along Louisiana Avenue, both sides, to 
Magnolia Street; along Magnolia Street, both sides, to Felicity Street; along Felicity 
Street, both sides, to South Claiborne Avenue; along South Claiborne Avenue, both 
sides, to Julia Street; along Julia Street, down-town side, to Broad Street; along Broad 



